BENQ Digital Projectors

INSTALLATION SERI

MAINSTREAM SERIE

Y
M
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Model

SP920

SP870

SP831

SP830

MP727

MP724

MP735

MP771

Native Resolution

YGA (1024 X 768)

YGA (1024 X 768)

WXGA (1280 X 768)

WXGA (1280 X 768)

YGA (1024¢768)

YGA (10241768)

WXGA (1280x800)

YGA (1024¢768)

Projection System

DLP™

DLP™

DLP™

DLP™

DLP™

DLP™

DLP™

DLP™

Brightness

6000 ANSI lumens

5000 ANS! lumens

4000 ANSI lumens

3500 ANSI lumens

4300 ANSI lumens

3500 ANS! lumens

3000 ANS! lumens

3000 ANS! lumens

Lamp (Normal/Economic)

280W*2, 2000/3000 hours

360W, 2000/3000 hours

300W, 3000/4000 hours

300W, 3000/4000 hours

280W, 2000/3000 hours

280W, 2000/3000 hours

230W, 2000/3000 hours

280W, 3000/4000 hrs

Contrast Ratio (FOFO) 2000:1 2000:1 2000:1 2000:1 3500:1 2800:1 2800:1 2000:1
Weight 24 Ibs (11 kg) 10.8 Ibs (4.9 kg) 10 Ibs (4.5 kg) 10 Ibs (4.5 kg) 7.5 Ibs (3.4 k) 7.5 Ibs (3.4 kg) 7.5 Ibs (3.4 kg) 91bs (4.1 kg)
Noise Level (Normal/Economic) 37/34 dB 36/33 dB 34/32 dB 34/32 B 37/34 dBA 37/34 dBA 34/29 dBA 34/29 dB

Dimension (WxHXD) 17.4x 6.6 x 14 inch 14.8 x4.5x 10.9 inch 14.7x4.6x11.1inch 14.7x4.6x11.1inch 12.8x3.7x 10 inch 12.8x 3.7 x 10 inch 12.8x3.7x 10 inch 10.9x5.1x 13.3inch
Image Size 31"t0 300" 31" t0 300" 25" t0 300" 25"t 300" 35" t0 300" 34" t0 300" 40" to 300" 67" to 300"

Throw Ratio 164-1.88 1.64-1.88 156 -1.81 156 -1.81 19-22 19-22 153-1.76 0.67

Throw Distance Min: 1.2m; Max: 10m Min: 1.2m; Max: 10m Min: 1.00m; Max:10.3m Min: 1.00m; Max:10.3m Min:1.5m; Max 11.1m Min:1.5m; Max 11.5m Min:1.5m; Max 10m Min:0.9m; Max 4m

Keystone Adjustment Vertical +/- 25 degrees Vertical +/- 25 degrees Vertical +/- 40 degrees; Vertical +/- 40 degrees; Vertical +/- 15 degrees Vertical +/- 15 degrees Vertical +/- 15 degrees Vertical +/- 25 degrees
Horizontal +/- 30 degrees Horizontal +/- 30 degrees

Zoom Ratio Manual Zoom, 1.15:1 Manual Zoom, 1.15:1 Manual Zoom, 1.16:1 Manual Zoom, 1.16:1 Manual Zoom, 1.15:1 Manual Zoom, 1.15:1 Manual Zoom, 1.15:1 Fixed

Aspect Ratio 4:3/16:9 screen selectable 4:3/16:9 screen selectable 15:9 Native 15:9 Native 4:3/16:9 screen selectable 4:3/16:9 screen selectable 4:3/16:9 screen selectable 4:3/16:9 screen selectable

Horizontal Frequency 31-82 kHz 31-93 kHz 24-82 kHz 24-82 kHz 31-90 kHz 31-90 kHz 31-90 kHz 31-82 kHz

Vertical Scan Rate 48-85 Hz 48-85 Hz 48-85 Hz 48-85 Hz 50-85 Hz 50-85 Hz 50-85 Hz 48-85 Hz

Input Terminals

HDMI v1.3, DVI-D (HDCP),
D-Sub, Component, S-Video,
Composite, Stereo Mini Jack

DVI-D (HDCP), D-Sub, Component,
S-Video, Composite, Stereo Mini Jack

DVI-I (HDCP), D-Sub, Component,
S-Video, Composite, Stereo Mini Jack,
L/R Audio, R45

DVI-| (HDCP), D-Sub, Component,
S-Video, Composite, Stereo Mini Jack,
L/R Audio, RJ45

HDMI v1.3, DVI-I (HDCP), D-Sub,
Component (Shared), S-Video, Composite,
Stereo Mini Jack, L/R Audio

HDMI v1.3, DVI-| (HDCP), D-Sub,
Component (Shared), S-Video, Composite,
Stereo Mini Jack, L/R Audio

HDMI v1.3, DVI-I (HDCP), D-Sub,
Component (Shared), S-Video, Composite,
Stereo Mini Jack, L/R Audio

DVI-| (HDCP), D-Sub, Component (Shared),
S-Video, Composite, Stereo Mini Jack

Output Terminals

D-Sub, 12V Trigger

D-Sub, 12V Trigger

D-Sub, L/R Audio

D-Sub, L/R Audio

D-Sub, PC Audio Jack

D-Sub, PC Audio Jack

D-Sub, PC Audio Jack

D-Sub, 12V Trigger

Computer Compatibility

VGA(640 x480) to UXGA(1600 x 1200)

VGA(640 ¥480) to UXGA(L600 x 1200)

VGA(640 x480) to UXGA(1600 x 1200)

VGA(640 x480) to UXGA(1600 x 1200)

VGA(640 x480) to UXGA(1600 x 1200)

VGA(640 ¥480) to UXGA(L600 x 1200)

VGA(640 ¥480) to UXGA(1600 x 1200)

VGA(640 ¥480) to SXGA+(1400 x 1050)

HDTV Compatibility

480 480p,5761,576p,720p,1080},1080p

4801,480p,576i,576p,720p,1080i,1080p

480i,480p,5761,576p,720p,1080,1080p

480 480p,5761,576p,720p, 1080},1080p

480i,480p,5761,576p,720p, 1080), 080p

4801,480p,576i,576p,720p,1080i,1080p

4801,480p,576i,576p,720p,1080,1080p

4801,480p,576i576p,720p,1080,1080p

Speakers

5 Watt Speaker x 2

2 Watt Speaker x 2

2 Watt Speaker x 2

2 Watt Speaker x 2

3 Watt Speaker x 1

3 Watt Speaker x 1

3 Watt Speaker x 1

2 Watt Speaker x 1

Control Terminals

USB Type mini B, RS$232, Wire Control

USB Type mini B, RS232, Wire Control

USB Type mini B, RS232, Wire Control

USB Type mini B, RS232, Wire Control

USB Type A, RS232

USB Type A, RS232

USB Type A, RS232

USB Type mini B, RS232

Copyright © 2008 BenQ Canada Corp.

Specifications and availability are subject to change without notice.

Video Compatibility NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM

Functions Dual lamp with 3 modes 3D Color Management Split Screen Split Screen 3D Color Management 3D Color Management 3D Color Management Short Throw Ratio Lens
3D Color Management BrilliantColor™ HQV™ HQV™ BrilliantColor™ BrilliantColor™ BrilliantColor™ 3D Color Management
BrilliantColor™ Wall Color Correction 2D Keystone 2D Keystone Wall Color Correction Wall Color Correction Wall Color Correction BrilliantColor™
CRESTRON Certified Quick Cooling 0ff & Go (Offline Cooling) 0ff & Go (Offline Cooling) Quick Cooling Quick Cooling Quick Cooling Detachable Keypad
MyScreen MyScreen Signal Shuttle (Optional) Signal Shuttle (Optional) MyScreen MyScreen MyScreen MyScreen
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BENQ Digital Projectors

Model

MAINSTREAM
MP624

MP623

MP523

MP522 ST

MP522

MP513

WNORTHERN

AN
MICRO

MP512

Native Resolution

XGA (1024x768)

YGA (10241768)

YGA (1024 x 768)

XGA (1024 x 768)

YGA (1024 X 768)

SVGA (800¢600)

SVGA (800¢600) YGA (10241768)

Projection System

pLp™

DLP™

pLp™

DLP™

DLP™

pLp™

DLP™ DLP™

Brightness 3000 ANS! lumens 2500 ANSI lumens 2000 ANSI lumens 2000 ANS lumens 2000 ANSI lumens 2500 ANSI lumens 2200 ANS! lumens 2000 ANSI lumens
Lamp (Normal/Economic) 200W,3000/4000 hrs 200W,3000/4000 hrs 180W, 3500/4000 hours 185W, 3000/4000 hours 185W, 3000/4000 hours 200W, 3000/4000 hours 185W, 3000/4000 hours 200W, 2000/3000 hours
Contrast Ratio (FOFO) 2500:1 2500:1 2000:1 1000:1 1000:1 2500:1 2500:1 1000:1

Weight 5.5 Ibs (2.5 kg) 5.5 Ibs (2.5 kg) 5.3 1bs (2.4 kg) 5.31bs (2.4 kg) 4.81bs (2.2 kg) 4.81bs (2.2 kg) 481bs (2.2 kg) 3.3bs (1.5 kg)

Noise Level (Normal/Economic) | 31/26 dBA 31/26 dBA 33/30 dB 31/26 dB 31/26 dB 31/26 dBA 31/26 dBA 37/34 dBA

Dimension (WxHXD) 9.4x4.18x9.88 inch 9.4x4.18x9.88 inch 10.7 x 4.25 x8.46 inch 10.04 x 3.54 x 8.43 inch 10.04 x 3.54 x 8.43 inch 10.04 x 3.54 x 8.43 inch 10.04 x 3.54 x 8.43 inch 75x3x8inch

Image Size 24" t0 300" 24" to 300" 30" to 300" 217.5" to 300" 26.5" 0 300" 26.5" to 300" 25" to 300" 24" t0 300"

Throw Ratio 18-2 18-2 197-216 09 19-21 19-21 2 19-21

Throw Distance

Min: 1.00m; Max: 10.9m

Min: 1.00m; Max: 10.9m

Min: 1.20m; Max: 12m

Min: 0.50m; Max: 5.5 m

Min: 1.00m; Max: 11.3m

Min: 1.00m; Max: 11.3m

Min: 1.00m; Max: 12m Min: 1.00m; Max: 11.50m

Keystone Adjustment Vertical +/- 25 degrees Vertical +/- 25 degrees Vertical +/- 35 degrees Vertical +/- 25 degrees Vertical +/- 25 degrees Vertical +/- 25 degrees Vertical +/- 25 degrees Vertical +/- 25 degrees
Zoom Ratio Manual Zoom, 1.10:1 Manual Zoom, 1.10:1 Manual Zoom, 1.10:1 Fixed Manual Zoom, 1.10:1 Manual Zoom, 1.10:1 Fixed Manual Zoom, 1.10:1
Aspect Ratio 4:3/16:9 screen selectable 4:3/16:9 screen selectable 4:3/16:9 screen selectable 4:3/16:9 screen selectable 4:3/16:9 screen selectable 4:3/16:9 screen selectable 4:3/16:9 screen selectable 4:3/16:9 screen selectable
Horizontal Frequency 31-82 kHz 31-82 kHz 31-79 kHz 31-82 kHz 31-82 kHz 31-82 kHz 31-82 kHz 31-82 kHz

Vertical Scan Rate 48-85 Hz 48-85 Hz 50-85 Hz 48-85 Hz 48-85 Hz 48-85 Hz 48-85 Hz 48-85 Hz

Input Terminals

HDMI v1.3, D-Sub, Component (Shared)
S-Video, Composite, Stereo Mini Jack

HDMI v1.3, D-Sub, Component (Shared)
S-Video, Composite, Stereo Mini Jack

D-Sub, Component (Shared), S-Video,
Composite, Stereo Mini Jack

D-Sub, Component (Shared), S-Video,
Composite, Stereo Mini Jack

D-Sub, Component (Shared)
S-Video, Composite

D-Sub, Component (Shared)
S-Video, Composite

D-Sub, Component (Shared)
S-Video, Composite

D-Sub, Component (Shared)
S-Video, Composite

Output Terminals

D-Sub

D-Sub

D-Sub, Stereo Mini Jack

D-Sub

D-Sub

D-Sub

D-Sub N/A

Computer Compatibility

VGA(B40 ¥480) to SXGA(1280 x 1024)

VGA(640 x480) to SXGA(1280 x 1024)

VGA(B40 ¥480) to SXGA(1280 x 1024)

VGA(B40 ¥480) to SXGA(1280 x 1024)

VGAB0 ¥480) to SXGA(1280 X 1024)

VGAB40 480) to SXGA(1280 X 1024)

VGAB40 480) to SYGA1280x 1024) VGAB40 ¥480) to SXGA(1280 X 1024)

HDTV Compatibility

4801,4809,576i576p,720p,1080i.1080p

480i,480p,576i,576,720p,1080i1080p

480i, 480p, 576i, 576p, 720p, 1080i

480i, 480p, 576i, 576p, 720p, 1080i

480i, 480p, 576i, 576p, 720p, 1080i

480i, 480p, 576i, 576p, 720p, 1080i

480i, 480p, 576i, 576p, 720p, 1080i 480i, 480p, 576i, 576p, 720p, 1080i
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Speakers 2 Wat Speaker x 1 2 Watt Speaker x 1 2 Watt Speaker x 1 5 Watt Speaker x 1 N/A NA N/A N/A
Control Terminals RS232 RS232 RS232 RS232 RS232 RS232 RS232 RS232
Video Compatibility NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM
Functions 3D Color Management 3D Color Management BrilliantColor™ Short Throw Ratio Lens 3D Color Management 3D Color Management 3D Color Management B5 size/1.5 Kg
BrilliantColor™ BrilliantColor™ Standby D-Sub Output BrilliantColor™ BrilliantColor™ BrilliantColor™ BrilliantColor™ 3D Color Management
Quick Cooling Quick Cooling Power Saving Digital Zoom Digital Zoom Digital Zoom Digital Zoom BrilliantColor™
Closed Captioning Closed Captioning Audio In & Out Closed Captioning Closed Captioning Closed Captioning Closed Captioning Quick Cooling
Wall Color Correction Wall Color Correction Wall Color Correction Wall Color Correction Wall Color Correction Wall Color Correction Wall Color Correction Auto Adjustment
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